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Plot Date: 10/10/2014

SIGNAL WIRING COLOR CODE

3003 CABLE

CIRC.|5/C VEH. |5/C PED.|5/C P.B.|10/C PED./PB.|7/C VEH. |2/C P.B.

2G GREEN GREEN

2y ORANGE ORANGE

2R RED RED

4G GREEN

4y ORANGE

4R RED

6G GREEN

6Y ORANGE

6R RED

8G GREEN

8y ORANGE

8R RED

1G GREEN BLUE

1Y ORANGE WHITE/BLACK

1R RED ‘

5G GREEN

5Y ORANGE

5R. RED

2WK GREEN GREEN

2DW RED RED

AWK BLACK BLACK

4DW ORANGE ORANGE

BWK GREEN GREEN/BLACK

6DW RED RED/BLACK

8WK BLACK BLUE

8DW ORANGE ORANGE/BLACK

PB2 GREEN GREEN/BLACK BLACK

PB4 RED RED/BLACK BLACK

PB6 BLACK BLUE BLACK

PB8 ORANGE | ORANGE/BLACK BLACK

PB- WHITE WHITE/BLACK WHITE

NEUT. ()| WHITE WHITE WHITE WHITE ,

sP BLACK BLACK

+24 BLACK
DC GROUND WHITE
NORMALLY OPEN CONTACT RED
NORMALLY OPEN CONTACT GREEN

The selection and use of this
.Standard Drawing, while
designed in accordance
with generally accepted
engineering principles and
practices, is the sole
responsibility of the user.

BUREAU OF TRANSPORTATION
CITY OF PORTLAND, OREGON
L

Chief Engineer

Standard Drawing Title

SIGNAL WIRING COLOR CODE

Note:

All material and workmanship shall be
in accordance with the City of Portland
Standard Construction Specifications.

'Effective Date: 10-10-2014

Calc. Book No.: N/A

P-612

Baseline Report Date: N/A
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